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HONDA/HM CRM F125 X (2008-2010)

HONDA/HM CRE F12S X (2008-2010)
RIEJU MARATHON PRO/SM 125 LC (2009)

FANTIC CABALLERO REGOLARITA LC (2005-2010)

BN SATHENA OEM

9 E ALESAGGIO / CYLINDER BORE 63 mm 52 mm

5 E‘ CORSA / STROKE 58,6 mm 58,6 mm

=) CILINDRATA / DISPLACEMENT 182,6 cc 124,7 cc

= E RAP. DI COMPRESSIONE /| COMPRESSION RATIO 11,41 11,2:1

g 9‘ POTENZA ALLA RUOTA / WHEEL POWER 12,75 KW /17,1 HP / 8800 rpm 11,33 KW /15,2 HP / 9800 rpm
=

- S4C06300002A/B Pistone fuso (D. 62,95 / 62,96 mm);

- P400485160020 Kit guarnizioni speciali;

- S4C06300002A/B  Cast-Lite piston (D. 62,95 | 62,96 mm);

- P400485160020 Special gasket kit;

CARATTERISTICHE TECNICHE
TECHNICAL CHARACTERISTICS

POTENZA ALLA RUOTA / WHEEL POWER [HP]
— [
ATHENA ¢ 63 OEM 6
| ATHENA [12,75 kW / 17,1 HP] _;I:orque MAX : 15,6 N-m Power MAX: 17,1 HP
|| OEM [11,33 kW / 15,2 HP] T TN Pl TN
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EngSpd RPM
ATHENA [12,30 KW / 16,5 HP] OEM [9,70 KW / 13,0 HP] ATHENA [12,30 KW / 16,5 HP] OEM [9,70 KW / 13,0 HP]
Test esequiti con: - Test eseguiti con motore originale; Tests made with: - Tests made with stock engine;
- Gruppo termico ATHENAD.63 mm; - Scarico originale; - Complete cylinder kit ATHENA - Oem exhaust pipe.
- Scarico originale; D.63 mm;

- Racing exhaust pipe;
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