
off road
atv

athena spa, via delle albere, 13 - 36045 alonte (vi) - italy 

tel. + 39.0444.727258  - fax +39.0444.727222 

e-mail: ordini@athena-ad.com (per il mercato italiano)

e-mail: sales@athena-ad.com (for foreign markets)

800491590
Numero Verde

solo dall’Italia
1

63 mm 

58,6 mm

182,6 cc 

11,4:1 

12,30 Kw / 16,5 HP / 8000 rpm

52 mm 

58,6 mm

124,7 cc 

11,2:1 

9,70 Kw / 13,0 HP / 9300 rpm

ALESAGGIO / CYLINDER BORE
CORSA / STROKE
CILINDRATA / DISPLACEMENT
RAP. DI COMPRESSIONE / COMPRESSION RATIO
POTENZA ALLA RUOTA / WHEEL POWER
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- S4C06300002A/B Pistone fuso (D. 62,95 / 62,96 mm); 

- P400485160020          Kit guarnizioni speciali;

- S410485380002          Centralina GET GP2 EVO;

- S4C06300002A/B Cast-Lite piston (D. 62,95 / 62,96 mm); 

- P400485160020          Special gasket kit;

- S410485380002          GET GP2 EVO CDI unit;
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AthenA [12,30 Kw / 16,5 hP] 
Test eseguiti con: 
- Gruppo termico ATHEnA D.63 mm;
- Scarico Racing;
- Centralina GET GP2 EVO;

OeM [9,70 Kw / 13,0 hP]
- Test eseguiti con motore originale;
- Scarico originale;

AthenA [12,30 Kw / 16,5 hP] 
Tests made with: 
- Complete cylinder kit AThEnA

D.63 mm;
- Racing exhaust pipe;
- GET GP2 EVO CDI unit;

OeM [9,70 Kw / 13,0 hP]
- Tests made with stock engine;
- Oem exhaust pipe.
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YAMAHA WR 125 R/X (2009-UP)
YAMAHA YZF 125 R (2008-2009)

YAMAHA X-MAX 125 YP R (2008-2009)
YAMAHA X-CITY 125 vP (2008-UP) WR 250 X/R

PowerA [Max = 16.5]
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ATHENA Ø 63 OEM

 AthenA 
 OeM 

[12,30 kw / 16,5 
hP][9,70 kw / 13,0 hP]

POtenZA ALLA RUOtA / wheeL POweR [hP]




